CONTRACT NO. 97353

CONCRETE STEP SCHEDULE

SIDEWALK |NUMBEROF| TREAD - RISER PIPE CONCRETE
STATION WIDTH STEPS | DIMENSION | DIMENSION | HANDRAIL | STEPS
{NOTE 1) :
(FOOT) (INCH) (INCH) (FT) {CUYD)
12+38.50 RI ! 2 4 0
1247460 LT 4 2 6 - X
| 14+64 RT Y 4 .
14+78.50 4 12 X
16+18 4, K
15+72.6 RT X A 0.5
16+18 RT . 712 R
| 16+64 RT X /4
18+76.50. L] .
B89 _ X
19+56 LT X 61/4 4 .
| 20+70,50 RT 45 5 2 7 3 2.6
20+80 RT 4.0 8 12 714 20 2.
TOTAL A7 16
ENTRANCE NOTES: -
TO CONSTRUCTION, THE CONTRACTOR SHALL CONTACT EACH PROPERTY OWNER AND

1.

Agevrsaa 718794

VERIFY THE LOCATION AND WIDTH OF ALL APPROACH SIDEWALKS.

TREE REMOVAL SCHEDULE
: TREE TREE TREE
| STATION | STATION | OFFSET | REMOVGE | REMOV REMOV
OVER 15 ACRES
(UNIT) __(UNT) {ACRE)
—18+09 T ]
15+74 LT 8 '
22+18 RT 24
23+60 RT 16
22781 RT 20
T28+10 33+48 RT ' 002
24769 25+48 LT i 003
704 LT 30
742 10 :
26+03 16
29+53 10
29+54 T 10
29+55 T : 18
29+89 14 i
29794 8
30+24 10
30469 18
31427 16
38+14 41+10 008
40¥55 : g
TOTAL 86 158 - 0.1

SIDEWALK SCHEDULE
| PCCONC
STATION STATION OFFSET |SIDEWALK4
{NOTE 1)
($aFT)
' 12426 . 17407 RT 2,135
12425 17408 LT 2,029
17444 | 25+00 LT 2643
17:+45 21499 RT 2264
25+76 37+39 LT 4,592
TOTAL 13,663

1.

SIDEWALK RAMPS ACCESSIBLE TO THE DISABLED ARE REQUIRED.
SEE PLAN SHEETS FOR LOCATIONS AND TYPES.

SEE HIGHWAY STANDARD 424001 FOR SIDEWALK RAMP DETALS,
RAMPS ARE MEASURED AND PAID FOR AS PC CONC SIDEWALK, 4"

PAVEMENT MARKING SCHEDULE

TAL TOTAL |SHEET |
RYE, | SECTION | COUNTY |shgers|“No.
9124 [o2" OPTE] MADISON | et | 7

SCHEDULES - SPRING STREET

FED. ROAD DIST. M0, _ [ILLINOIS [ FED. AID PROJECT

A

A\

EARTHWORK SCHEDULE .
— EARTH EARTHWORK | TOPSOIL
STATION | STATION EARTH | EXCAVATION BALANCE | FURNISH& | STRUCTUtAL
EXCAVATION | ADJUSTED WASTE(HOR| PLACE | ExcavarzoN
"l FoR SHORTAGE () 4
SHRINKAGE '
. (NOTE 1) NOTE3) (NoTE 4)
CUYD) (CU YD) {CUYD) SQ YD) (41 ¥p)
11576 AT50_ [511970%8 21405030 C1755539 7580 LT
A N
TOTAL LN\ Buazsts - [M1105039 1755839 7,260 4,444
EARTHWORK NOTES: -
1. ESTIMATED SHRINKAGE FACTOR = 25%. ,
2, APPROXIMATE EMBANKMENT QUANTITY IS SHOVWN FOR INFORMATIONONLY,
. 3 APPROXIMATE EARTHWORK BALANCE IS SHOWN FOR INFORMATION ONLY.
A\ 4. STRUCTURAL EXCAYATION QUANTLTY IS SHOWN FOR LN POR MATZON ONLY

MATERIAL CAN By USED FOR EMBANKMENT XP DEAMED SUTTABLE 87

THAE ENOCENEER,

. , THPLPVT | THPLPVT | THPLPVT
STATION | STATION | LTRT | MKLINE 4 | MKLINE12 | MKLINE24
(VELLOW) | (WHITE) | (WHITE)
(NOTE1&2) | (NOTE1) (NOTE 1)
(FOOT) (FOOT) {FOOT)
13455 41453 CL 732
16+08 17452 LT 54
16+08 17452 RT 54
"17+06 17+44 L 38
7406 7444 R 38
7409 17425 L1 18
7425 7441 _RT_. 16
25403 | . 25+78 LT 59
25433 2572 L 2 -
75438 25452 LT 13
4146 41447 RT 24
TOTAL 732 285 69
PAVEMENT MARKING NOTES: )
1. SEE HIGHWAY STANDARD 780001 FOR PAVEMENT MARKING DETALS:

2.

THE 4" YELLOW LINE WILL BE A SKIP DASH 10' LONG FOLLOWED BYA 30' GAP

SCHEDULES




